MASONRY FIREPLACE DETAILS
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EXTENSION- - TO BUILDING FRAME WITH W
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REINFORCING | . PER SEE DETALA The minimum cross-sectional flue area
;___ MIN. %* GROUT COVER OVER- shall be 1/8 of opéning minimum of
- RETNFORCING - STEEL 100 square inehes for lined with firebrick
— LINTEL or unlined. For tile linéd see Figure 31-1
FAR SIDE of the 20001 CBC '
REINFORGING i ding 12° above the roof
HORIZONTAL STEEL Chimneys exceeding 12° abov )
:[' P 1 SR TER A, or above 5000 elevation require
VERTICAL STEEL £, | T structural design.
4-#4 MIN
=t 8" (MAY INCLUDE Snow splitters are required above 3000"
,494 ! 4" FIRE BRICK) elevation or 50# snow load for roofs with
HEARTH SLAB ot | T a slope of 3:12 or more. Chimneys
REINFORCING ! within 36" of the ridge do not require
' 1 = T splitters.
Spark arresters i:Nith l%g'-!&‘ mesh are
10" MIN: required on- all solid fuel burning
| l ch?mneys.
| Log lighters-to be listed and comply

with 2001 Plisiising Codo ssotion 1211
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FOOTING TO EXTEND masonvy fireplace with an opening on one
BELOW FROST LINE side. _Consult the Code for other
applicatigns.
PLACER COUNTY 2001 CALIFORNIA BUTLDING CODE
CHAPTER 31
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